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B-8394

MB-8394 Industr ial  Motherboard

■ Features
Onboard AMD® R-series(Quad core)SoC 
1x HDMI, 2x DP++ support 4k resolution
DDR4 up to 16GB, 2x Intel® Giga LAN 
8x USB, 4 COM, 2 ccTalk  
HD Audio 5.1ch, 2ch audio Amp, 2 x SATA
DC +12V Input

AEWIN Technologies Co., Ltd.
Mini-ITX support AMD® R-series SoC, 1 HDMI, 2 DP++,  2 GLAN, 6 COM, 
8 USB, 2 SATA, PCIe x16, 5.1 Audio, 2ch Audio Amp, COM, ccTalk, DC 12V

■ I/O

External : 3 x RS232 ( DB9 )       
Internal  : 1 x RS232/422/485), 2x RS-232/ccTalk

External : 2x USB3.0, 2x USB2.0
Internal  : 3 x USB2.0 by pin header
internal  : 1 x USB3.0 by standard conn.

External : Line-in/out , Mic-in  or HDA 5.ch
Internal : 2ch Audio amp, 6W+6W

Serial Port

2 x SATA 6Gb/sSATA
USB

2 x Intel ® I211ATGigabit ethernet LAN
Audio

8-bit GPIO interface ( pitch : 2.0 )Digital I/O
1 x LPC header for Optional TPM module LPC
TPM 1.2/2.0TPM

■ Display

Intel® integrated
1 x external HDMI connector with Lock 
1 x external VGA
1 x DVI-D

Chipset
Display Interface

■ Power

Standard 8-pin DC 12V input  Power in

* Note：All specifications are subject to change without prior notice

■ Packing

1 x USB cable

1 x COM port cable
1 x SATA cable

Audio cable

Form Factor
Processor
Chipset
Memory

BIOS
Watchdog timer
Ethernet

Mini-ITX

AMD® Integrated
Dual Channel , 2 x DDR4 2400/1866 MHz / 
SODIMM up to 16GB, w/o ECC support
AMI® SPI BIOS, dual BIOS
255 levels, 1 ~ 255 sec
2 x Intel® I211AT Gigabit ethernet 

-1 x PCI-Express X16 slot 
   ( Support PCIe X8 or X4 signal only )

170mm x 170mm                              
0°C~60°C (32°F~140°F)
-20°C~80°C (-4°F~176°F)
10%~90% (non-condensing)

Onboard AMD® Merlin Falcon (4C)

■ System

Expansion interface

Board Size
Operating Temperature
Storage Temperature
Operating Humidity


