Maxiton

Mobile Scissor Lift Platform
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Model GTJY0.3-6 | GTJY0.5-6 | GTJY1-6 | GTJY0.3-9 | GTJY0.5-9 | GTJY1-9 |GTJY0.3-11|GTJY0.5-11|GTJY0.3-12|GTJY0.5-12|GTJY0.3-14|GTJY0.5-14
Load Capacity(kg) 300 500 1000 300 500 1000 300 500 300 500 300 500
Rated height(mm) 6000 6000 6000 9000 9000 9000 11000 11000 12000 12000 14000 14000
Low height(mm) 1200 1300 1400 1400 1400 1500 1600 1600 1600 1600 2000 2000
Platform size(mm) 1780x840 | 1780x840 | 1780x1000 | 2000x1000 | 2000x1000 | 2000x1200 | 2150x1200| 2150x1200 | 2350x1350| 2350x1350 | 2600x1500 | 2600x1500
Elevating time(s) 50 50 60 70 70 75 70 80 85 90 120 130
Motor power(kw) 1.5 1.5 2.2 2.2 2.2 3.7 2.2 2.2 3.7 3.7 3.7 3.7
Voltage(v) 380V/50HZ|380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ | 380V/50HZ
Total weight(kg) 1000 1100 1400 1400 1500 1850 2000 2100 2200 2300 2800 3100
Extension deck (m) 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9
outrigger width (m) 2.7X2.6 2.7X2.6 2.7X2.6 2.7X2.6 2.7X2.6 2.7X2.6 2.7X2.6 2.7X2.6 3.0X2.9 3.0X2.9 3.0X2.9 3.0X2.9
wheel distance (m) 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94
Ground Clearance (mm) 100 100 100 100 100 100 100 100 100 100 100 100




